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TOWER BOLT 9234

STEEL BARREL BOLT 0711

MODEL FINISH MATERIAL A B C ø D E / BOX

9234 Epoxy black Steel
411⁄88

(105)
111⁄22

(38.1)
1

(25.4)
255⁄6464 
(10)

111⁄44
(31.8)

10

9236 Epoxy black Steel
611⁄88 

(156)
111⁄22

(38.1)
1

(25.4)
255⁄6464 
(10)

111⁄44
(31.8)

10

9238 Epoxy black Steel
811⁄88 

(206)
133⁄44

(44.5)
133⁄88

(34.9)

11⁄22
(12.7)

155⁄88 
(41.3)

10

92310 Epoxy black Steel
1011⁄88
(257)

133⁄44
(44.5)

133⁄88
(34.9)

11⁄22
(12.7)

155⁄88 
(41.3)

10

IN (MM)

B

A

C

E

D

MODEL FINISH MATERIAL A B C ø D E / BOX

0711ZP2 Zinc plated Steel
133⁄88

(34.9)
177⁄1616 

(36.5)

55⁄88 
(15.9)

55⁄1616 
(7.9)

99⁄1616 
(14.3)

20

0711ZP25 Zinc plated Steel
133⁄44 

(44.5)
177⁄1616 

(36.5)

55⁄88 
(15.9)

55⁄1616 
(7.9)

55⁄88 
(15.9)

12

0711ZP3 Zinc plated Steel
211⁄88 
(54)

177⁄1616 
(36.5)

55⁄88 
(15.9)

55⁄1616 
(7.9)

33⁄44 
(19.1)

12

0711ZP4 Zinc plated Steel
3 

(76)
111⁄22 

(38.1)

55⁄88 
(15.9)

55⁄1616 
(7.9)

1 
(25.4)

12

0711ZP5 Zinc plated Steel
333⁄44 
(95)

111⁄22 
(38.1)

55⁄88 
(15.9)

55⁄1616 
(7.9)

1 
(25.4)

12

0711ZP6 Zinc plated Steel
455⁄88 

(117)
111⁄22 

(38.1)

55⁄88 
(15.9)

55⁄1616 
(7.9)

1 
(25.4)

12

IN (MM)

• Mounting hardware included: wood screws

B

A
E

D

C

• Steel bolt with groove
• Groove holds bolt in position when installed vertically. 

Prevents bolt from being shaken loose.




